Cl/sfB

Leadman§ Januawoo;ﬂ) | Nh2 |

META-SLATE
ROOFING SYSTEM

nstruction Industry

mwég‘é‘cT RO OFlN G SHEET

APPROVAL =
INSPECTION
TESTING
CERTIFICATIUN










META-SLATE ROOFING SYSTEM

STARTER CLIP

The Starter Clip is designed to accept the first
length of Meta-Slate at the eaves.

The Meta-Slate is locked onto the Starter Clip
and secretly fixed to truss/rafter.

VAPOUR BARRIER
The use of a breathable moisture control
layer is recommended.

BARGE FLASHING

Once the roof is completed, a Barge Flashing
is positioned to seal off the gable end of the
building.

The gaps created by the different angles of
the Barge Flashing and the Meta-Slate are
in-filled with expanding strip.

APRON FLASHING

A traditional solution to ensure a weather
tight finish to a lean-to roof. The addition of a
strip of lead flashing is recommended.

The angle of the apron can be set to suit
clients' specifications.



META-SLATE ROOFING SYSTEM

JOINING PLATE (WITH
WEATHER SEALANT)

By sliding the Joining Plate under the end of a
Meta-Slate length and joining another length
to the plate as shown, an extremely rigid
joint is achieved.

Sealant

N.B. It is not necessary to make
these joints at truss/rafter as the
Joining Plate does not require
fixing to the roof.

GUTTERS AND FLASHINGS
Various styles of guttering and flashing products are available
to complement the Meta-Slate roofing system.
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